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CERTIFICAT DE CONFORMITATE
Certificate of Conformity

Certificat nr:
Certificate No:

393 Data emiterii: 14.11.2012 Statut:
Date of issue: \ Status:

Numar dosar certificate:
Certification file No:

335/33 ] Contract General nr:
General Agreement No:

48/2012 fi
Act Aditional nr.1/2012

Exemplar nr:
Copy No:
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Solicitant (nume si adresa):
Applicant (name and address):

Domeniu de aplicare:
Application range:

Denumirea produsului:
Product:

Tip/model de referinta (seria):
Reference type/model (series):

Varianta(e) (serie(i):
Variant(s) (series):

Marca comerciala mregistrata:
Registered Trade Mark:

Producator (nume si adresa):
Manufacturer (name and address):

LOCUI de productie (nume si adresa):
Manufacturing location (name and address):

Standard national sau alt normativ
utilizat pentru certificare:
National standard or other standard used as
reference for certification:

SC ELECTROMAGNETICA SA
Calea Rahovei nr. 266-268, sector 5, Bucuregti

Corpuri de iluminat §i echipamente asociate

CORP DE ILUMINAT CU LED-uri

CORONA 4M cod RS 81269 A
seria: 335/33.1

CORONA 5M cod RS 81311 A
seria: 335/33.2
ELECTROMAGNETICA

SC ELECTROMAGNETICA SA
Calea Rahovei nr. 266-268, sector 5, Bucuresti
SC^ELECTR5MAGNETICASA
Calea Rahovei nr. 266-268, sector 5, Bucuresti
SR EN 60598-1:2009+A11:2009
SR EN 60598-2-1:2001
SR EN 62031:2009
SR EN 55015:2007+A1:2008+A2:2009
SR EN 61000-3-2:2006+A1:2010+A2:2010
SR EN 61000-3-3:2009
SR EN 61547:2010

Conform anexa

13.11.2014

Raport de mcercari (nr./data):
Tesf Report (No./date):

Certificatul este valabil pana la data:
The certificate is valid until:

In baza rezultatelor incercarilor efectuate, se declara ca produsul incercat este Tn conformitate cu standardul(le) mentionat(e) mai sus.
Based on the results of the performed tests, the tested product is declared to be in compliance with the above standard(s).
Sistemul de certificare utilizat este «1a» (certificarea conformitatii pe baza de Tncercare de tip). Acest certificat este valabil numai pentru
esantionul supus fncercSrii de tip.
The certification system used is «1a» (certification of conformity for electrical equipement based on type tests). This certificate is valid only
for the sample underwent to the type test.
Acest certificat si anexa sa pot fi reproduse numai in tntregime.
This certificate and its annex may only be reproduced in full.
Acest certificat nu este transferabil si ramane proprietatea organismului emitent.
This certificate is not transferable and remains the property of issuing body.
Statutul §i autenticitatea acestui certificat poate fi verificata pe Website OICPE.
The Status and authenticity of this certificate may be verified by visiting Website OICPE.

DIRECTOR GENERAL
GENERAL DIRECTOR

ing. Ecaterina Fransu.

OICPE Cod F-11; Ed. 2/03.04.2009
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ANEXA
/Annex

Aceasta anexa este valabila numai cu CERTIFICATUL DE CONFORMITATE nr. 393/14.11.2012
This annex is valid only together with the CERTIFICA TE OF CONFORMITY No

Titular certificat (nume ?i adresa): SC ELECTROMAGNETIC A SA
certificate holder (name and address) Calea Rahovei nr. 266-268, sector 5, Bucure§ti

Denumire produs: CORP DE ILUMINAT CU LED-uri
Product name

Nr.crt.
No.

Tip/model
Type/Model

Raport de Tncercare
Test Report

Date tehnice
Technical Data

CORONA 4M
cod RS 81269 A

(referinta)

319/13.11.2012
(Ri securitate)

244/12.09.2012
(RI EMC)

Tensiunea nominala: 230 V~
Frecventa nominala: 50 Hz
Puterea nominala: 40 W
Sursa de alimentare: LDLI-40 RS81338
Factor de putere: min. 0,94
Sursa de lumina: patru module cu LED-uri
tip RP 330428
Grad deprotectie: IP65
Clasa de protectie: I
Dispersor: material plastic (policarbonat)
Carcasa: metalica
Dimensiuni de gabarit [L x I x h]:
1227x119x78 (mm)
Utilizare: pentru iluminat interior sj exterior
(montaj tip aparent)

CORONA 5M
cod RS 81311 A

(variants)

245/12.09.2012
(RI EMC)

DIRECTOR GENE
GENERAL DIRECTOR

ing. Ecaterina Fran** ^*~\

Tensiunea nominala: 230 V~
Frecventa nominala: 50 Hz
Puterea nominala: 60 W
Sursa de alimentare: LDLI-60 RS81336
Factor de putere: min. 0,94
Sursa de lumina: cinci module cu LED-uri
tip RP 330430
Grad deprotectie: IP65
Clasa de protectie: I
Dispersor: material plastic (policarbonat)
Carcasa: metalica
Dimensiuni de gabarit [L x I x h]:
1502x119x78 (mm)
Utilizare: pentru iluminat interior §i exterior
(montaj tip aparent)

OICPE Cod F-11; Ed.2/03.04.2009


